
Available
3D projects

FORTUNA

 6  95°C  10 bar     
Horizontal collectors:

Vertical pipes:

Design:

Standard colours:

Mounting brackets:

Accessories:

 
Other information:

round Ø 30 mm

elliptical 25 × 50 mm

powder-coated low-carbon steel

white RAL 9003, anthracite RAL 7016

included with the radiator

radiator base for easy wall mounting  
low load-bearing capacity (e.g. plasterboard)

possibility of making non-standard dimensions

Technical drawings:

standard: optional:Types of connections:

straightaxial angular complexRecommended valve kits:

ZBL ZBP ZK ZDK ZDCZDL ZDP

Height (H)
[mm]

Width (B)
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

600 468 550 99 61 7,2 4,4 190 359 451

600 584 550 99 61 8,8 5,5 238 449 564

600 816 550 99 61 12,1 7,7 333 628 790

600 990 550 99 61 14,6 9,4 405 763 959

600 1164 550 99 61 17,0 11,0 453 854 1074

600 1396 550 99 61 20,3 13,8 565 1074 1310

1000 236 950 99 61 5,6 3,5 150 286 359

1000 352 950 99 61 8,1 5,2 225 429 539

1000 410 950 99 61 9,4 6,1 262 500 629

1000 468 950 99 61 10,6 7,0 300 572 719

1000 584 950 99 61 13,1 8,7 375 715 899

1000 642 950 99 61 14,4 9,5 412 786 988

1000 990 950 99 61 21,9 15,5 640 1218 1486

1000 1164 950 99 61 25,7 18,2 753 1433 1748

1000 1396 950 99 61 30,7 21,9 903 1719 2098

1500 236 1450 99 61 7,8 5,1 219 416 523

1500 352 1450 99 61 11,4 7,7 329 625 786

1500 410 1450 99 61 13,2 8,9 384 729 917

1500 468 1450 99 61 15,0 10,2 439 833 1047

1500 584 1450 99 61 18,6 12,8 548 1041 1309

1500 642 1450 99 61 20,4 14,1 603 1145 1440

1500 990 1450 99 61 31,2 22,7 927 1770 2159

1500 1164 1450 99 61 36,5 26,7 1091 2082 2540

1500 1396 1450 99 61 43,7 32,0 1309 2498 3048

1800 236 1750 99 61 9,1 6,1 258 494 621

1800 352 1750 99 61 13,3 9,1 388 742 933

1800 410 1750 99 61 15,5 10,6 452 865 1088

1800 468 1750 99 61 17,6 12,2 517 989 1244

1800 584 1750 99 61 21,8 15,2 647 1236 1554

1800 642 1750 99 61 24,0 16,8 712 1360 1710

1800 990 1750 99 61 36,7 27,0 1100 2103 2566

1800 1164 1750 99 61 43,1 31,7 1295 2474 3019

1800 1396 1750 99 61 51,6 38,1 1553 2969 3622

2000 236 1950 99 61 10,0 6,7 285 547 688

2000 352 1950 99 61 14,6 10,0 427 820 1031

2000 410 1950 99 61 17,0 11,7 498 956 1202

2000 468 1950 99 61 19,3 13,5 569 1093 1374

2000 584 1950 99 61 24,0 16,8 711 1366 1718

2000 642 1950 99 61 26,3 18,6 783 1503 1890

2000 990 1950 99 61 40,4 29,9 1215 2325 2837

2000 1164 1950 99 61 47,4 35,1 1430 2735 3337

2000 1396 1950 99 61 49,7 36,9 1501 2872 3504

Perfect
in every
position

In the horizontal version: H – width, B – height. In the horizontal version, there is no possibility of making ZDC, ZDL, ZDP connections.

26 27


