
Available
3D projects

FORTUNA
DOUBLE

 6  95°C  10 bar   
Horizontal collectors:

Vertical pipes:

Design:

Standard colours:

Mounting brackets:

Accessories:

 
Other information:

round Ø 30 mm

elliptical 25 × 50 mm

powder-coated low-carbon steel

white RAL 9003, anthracite RAL 7016

included with the radiator

radiator base for easy wall mounting  
low load-bearing capacity (e.g. plasterboard)

possibility of making non-standard dimensions

Technical drawings:

standard: optional:Types of connections:

straightaxial angular complexRecommended valve kits:

ZBL ZBP ZK ZDK ZDCZDL ZDP

Strong 
and sturdy

In the horizontal version: H – width, B – height. In the horizontal version, there is no possibility of making ZDC, ZDL, ZDP connections.

Height (H)
[mm]

Width (B)
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

600 468 550 99 61 12,7 8,3 284 524 659

600 584 550 99 61 15,8 10,4 340 625 786

600 816 550 99 61 21,8 14,5 437 812 1021

600 990 550 99 61 26,4 17,6 504 944 1187

600 1164 550 99 61 30,9 20,7 628 1186 1491

600 1396 550 99 61 37,0 25,9 821 1608 1961

1000 236 950 99 61 10,2 6,7 266 495 622

1000 352 950 99 61 14,9 10,0 374 699 879

1000 410 950 99 61 17,3 11,7 425 797 1002

1000 468 950 99 61 19,7 13,4 476 893 1123

1000 584 950 99 61 24,4 16,8 570 1075 1352

1000 642 950 99 61 26,8 18,4 616 1164 1464

1000 990 950 99 61 41,1 29,9 908 1778 2168

1000 1164 950 99 61 48,3 35,1 1068 2091 2551

1000 1396 950 99 61 57,8 42,2 1282 2509 3061

1500 236 1450 99 61 14,5 10,0 395 731 919

1500 352 1450 99 61 21,4 14,9 566 1051 1322

1500 410 1450 99 61 24,9 17,3 647 1205 1515

1500 468 1450 99 61 28,4 19,9 726 1355 1704

1500 584 1450 99 61 35,3 24,9 876 1640 2063

1500 642 1450 99 61 38,8 27,3 947 1777 2235

1500 990 1450 99 61 59,6 44,2 1289 2522 3077

1500 1164 1450 99 61 70,0 52,0 1516 2967 3620

1500 1396 1450 99 61 83,9 62,4 1820 3561 4344

1800 236 1750 99 61 17,1 11,9 475 873 1098

1800 352 1750 99 61 25,3 17,8 684 1262 1587

1800 410 1750 99 61 29,4 20,8 783 1448 1821

1800 468 1750 99 61 33,6 23,8 879 1630 2050

1800 584 1750 99 61 41,8 29,7 1064 1980 2490

1800 642 1750 99 61 45,9 32,6 1151 2146 2699

1800 990 1750 99 61 70,6 52,8 1508 2948 3597

1800 1164 1750 99 61 83,0 62,2 1774 3468 4231

1800 1396 1750 99 61 99,5 74,6 2129 4162 5077

2000 236 1950 99 61 18,8 13,2 529 967 1216

2000 352 1950 99 61 27,9 19,7 764 1402 1763

2000 410 1950 99 61 32,5 23,1 877 1612 2027

2000 468 1950 99 61 37,0 26,4 985 1815 2283

2000 584 1950 99 61 46,1 33,0 1191 2204 2772

2000 642 1950 99 61 50,7 36,2 1290 2392 3009

2000 990 1950 99 61 78,0 58,6 1651 3228 3938

2000 1164 1950 99 61 91,7 68,9 1942 3798 4633

2000 1396 1950 99 61 96,2 72,4 2039 3988 4865
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