
Available
3D projects

NIAGARA
DOUBLE

 6  95°C  4 bar     
Horizontal collectors:

Vertical panels:

Design:

Standard colours:

Mounting brackets:

Accessories:

 
Other information:

round Ø 30 mm

rectangular 8 × 70 mm

powder-coated low-carbon steel

white RAL 9003, anthracite RAL 7016

included with the radiator

base for the radiator facilitating wall mounting  
with low load-bearing capacity (e.g. plasterboard)

panels mounted on both sides of the supply collectors,  
possibility of making non-standard dimensions

Technical drawings:

standard: optional:Types of connections:

straightaxial angular complexRecommended valve kits:

ZBL ZBP ZK ZDK ZDCZDL ZDP

A double dose 
of discreet charm

In the horizontal version: H – width, B – height.

Height (H)
[mm]

Width (B)
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

600 295 550 68 47 7,8 3,0 154 297 373

600 445 550 68 47 11,5 4,4 232 446 561

600 595 550 68 47 15,1 5,8 309 594 747

600 745 550 68 47 18,7 7,3 387 743 934

600 895 550 68 47 22,3 8,7 465 891 1120

600 1045 550 68 47 25,9 10,2 542 1040 1308

600 1195 550 68 47 29,5 8,2 597 1143 1395

600 1420 550 68 47 34,9 9,8 709 1358 1657

600 1720 550 68 47 42,2 11,9 859 1644 2005

600 2020 550 68 47 49,4 13,9 1008 1930 2354

1000 295 950 68 47 12,2 5,0 242 475 597

1000 445 950 68 47 18,0 6,9 364 712 895

1000 595 950 68 47 23,8 8,4 485 950 1195

1000 745 950 68 47 29,6 9,3 607 1187 1493

1000 895 950 68 47 35,5 13,9 728 1424 1791

1000 1045 950 68 47 41,3 16,2 849 1662 2090

1000 1195 950 68 47 47,1 12,8 934 1827 2229

1000 1420 950 68 47 55,8 15,2 1110 2170 2647

1000 1720 950 68 47 67,4 18,5 1343 2627 3205

1000 2020 950 68 47 79,0 21,7 1577 3084 3762

1500 295 1450 68 47 17,7 7,0 360 690 868

1500 445 1450 68 47 26,3 10,2 540 1035 1302

1500 595 1450 68 47 34,8 13,5 721 1381 1737

1500 745 1450 68 47 43,3 16,9 901 1726 2171

1500 895 1450 68 47 51,9 20,3 1082 2071 2605

1500 970 1450 68 47 56,2 15,1 1122 2194 2676

1500 1045 1450 68 47 60,4 23,7 1262 2416 3039

1500 1195 1450 68 47 69,0 18,6 1388 2656 3241

1500 1420 1450 68 47 81,8 22,1 1649 3155 3848

1800 295 1750 68 47 21,0 8,0 423 817 1027

1800 445 1750 68 47 31,2 12,1 714 1377 1732

1800 595 1750 68 47 41,4 16,1 927 1789 2250

1800 745 1750 68 47 51,6 20,1 1059 2044 2571

1800 895 1750 68 47 61,8 24,2 1270 2453 3085

1800 970 1750 68 47 66,8 17,9 1325 2556 3118

1800 1045 1750 68 47 71,9 28,2 1483 2862 3600

1800 1195 1750 68 47 82,1 22,0 1630 3145 3837

1800 1420 1750 68 47 97,4 26,1 1936 3735 4557

2000 295 1950 68 47 23,2 9,0 464 901 1133

2000 445 1950 68 47 34,5 13,4 779 1513 1903

2000 595 1950 68 47 45,8 17,8 1013 1965 2471

2000 745 1950 68 47 57,0 22,3 1162 2254 2835

2000 895 1950 68 47 68,3 26,8 1394 2706 3404

2000 970 1950 68 47 74,0 19,7 1453 2819 3439

2000 1045 1950 68 47 79,6 31,2 1627 3156 3970

2000 1195 1950 68 47 90,9 24,3 1788 3469 4233

2000 1420 1950 68 47 107,8 28,9 2124 4120 5026
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