
Available
3D projects

ATRIA SN

Full of expression

INOX  6  95°C  10 bar     
Vertical collectors:

Horizontal pipes:

Design:

Mounting brackets:

Other information:

square 30 × 30 mm

square 30 × 30 mm

brushed stainless steel

included with the radiator

possibility of making non-standard dimensions

Height 
[mm]

Width
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

870 500 50 61 46 6,1 3 156 289 363

870 600 50 61 46 7 3,5 180 334 420

870 700 50 61 46 7 3,9 204 378 475

1230 500 50 61 46 8,5 4,2 217 402 505

1230 600 50 61 46 9,8 4,8 250 463 582

1230 700 50 61 46 11 5,4 282 524 659

1470 500 50 61 46 10 5 257 477 600

1470 600 50 61 46 11,6 5,7 296 549 690

1470 700 50 61 46 13 6,4 335 621 781

1710 500 50 61 46 11,6 5,7 298 553 695

1710 600 50 61 46 13,4 6,6 342 635 798

1710 700 50 61 46 15,1 7,5 387 718 903

Technical drawings:

optional: ZBL ZBPZDC ZDL ZDPstandard:Types of connections:

straightaxial angular complexRecommended valve kits:

180 181


