
Available
3D projects

AURORA
DOUBLE

 6  95°C  10 bar     
Horizontal collectors:

Vertical pipes:

Design:

Standard colours:

Mounting brackets:

Accessories:

 
Other information:

round Ø 30 mm

triangular 30 × 30 × 20 mm

powder-coated low-carbon steel

white RAL 9003, anthracite RAL 7016

included with the radiator

a base for the radiator facilitating wall mounting  
of low load-bearing capacity (e.g. plasterboard)

possibility of making non-standard dimensions,  
in the horizontal version, no possibility of bottom  
connections of 50 mm spacing

Height (H)
[mm]

Width (B)
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

1000 300 950 102 61 18,7 6,2 339 674 847

1000 390 950 102 61 24,3 8,1 440 876 1102

1000 450 950 102 61 28 9,4 509 1012 1273

1000 540 950 102 61 33,6 11,2 610 1214 1527

1000 600 950 102 61 37,3 12,5 678 1348 1695

1500 300 1450 102 61 27,6 9,2 496 975 1226

1500 390 1450 102 61 35,9 12 645 1267 1593

1500 450 1450 102 61 41,5 13,8 745 1463 1840

1500 540 1450 102 61 49,7 16,5 894 1755 2207

1500 600 1450 102 61 55,3 18,4 993 1950 2453

1800 300 1750 102 61 33 11 587 1136 1429

1800 390 1750 102 61 42,9 14,3 763 1476 1856

1800 450 1750 102 61 49,5 16,4 880 1703 2142

1800 540 1750 102 61 59,4 19,7 1057 2044 2571

1800 600 1750 102 61 66,1 21,9 1174 2271 2856

2000 300 1950 102 61 36,7 12,2 645 1229 1546

2000 390 1950 102 61 47,7 15,9 838 1597 2009

2000 450 1950 102 61 55,1 18,3 968 1844 2319

2000 540 1950 102 61 66,1 22 1161 2212 2782

2000 600 1950 102 61 73,4 24,4 1290 2458 3092

Technical drawings:

Where power 
also counts

In the horizontal version: H – width,B – height. In the horizontal version, there is no possibility of making ZDC, ZDL, ZDP connections.

standard: optional:Types of connections:

straightaxial angular complexRecommended valve kits:

ZBL ZBP ZK ZDK ZDCZDL ZDP
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