
Available
3D projects

FLAG BIS

Universal form,
unlimited
possibilities

 6  95°C  10 bar     
Vertical collectors:

Horizontal pipes:

Design:

Standard colours:

Mounting brackets:

Other information:

round Ø 30 mm

elliptical 25 × 50 mm

powder coated low-carbon steel

white RAL 9003, anthracite RAL 7016

included with the radiator

possibility of making non-standard dimensions,  
symmetrical radiator - possibility of installation  
with collectors on the left or right side

Height 
[mm]

Width
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

816 500 50 104 66 9,1 5,8 245 454 571

816 600 50 104 66 10,5 6,7 285 529 665

1164 500 50 104 66 13,5 8,6 364 675 849

1164 600 50 104 66 15,7 10 425 788 991

1512 500 50 104 66 17,9 11,4 483 896 1127

1512 600 50 104 66 20,8 13,4 565 1047 1317

1802 500 50 104 66 21 13,4 566 1049 1319

1802 600 50 104 66 24,4 15,6 661 1225 1541

Technical drawings:

ZDL ZDPstandard:Types of connections:

straightaxial angular complexRecommended valve kits:

104 105


