
Available
3D projects

JUPITER

Harmony
and simplicity

Vertical collectors:

Horizontal pipes:

Design:

Standard colours:

Mounting brackets:

Other information:

triangular 34 × 56 mm

round Ø 22 mm

powder-coated low-carbon steel

white RAL 9003, anthracite RAL 7016

included with the radiator

possibility of making non-standard dimensions,  
for radiators in colours other than white and black,  
a chrome mounting kit is added

Height 
[mm]

Width
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

776 500 420 73-93 41-61 6,8 3,5 192 356 447

776 595 514 73-93 41-61 8 4,2 228 424 533

776 746 665 73-93 41-61 9,3 4,9 275 510 641

1154 500 420 73-93 41-61 9,8 5,1 276 512 644

1154 595 514 73-93 41-61 11,7 6,1 327 607 763

1154 746 665 73-93 41-61 13,6 7,2 393 729 917

1408 500 420 73-93 41-61 11,9 6,2 336 624 784

1408 595 514 73-93 41-61 14,3 7,4 400 741 932

1408 746 665 73-93 41-61 16,6 8,7 480 890 1119

1742 500 420 73-93 41-61 14,9 7,8 411 762 958

1742 595 514 73-93 41-61 17,8 9,3 489 907 1141

1742 746 665 73-93 41-61 20,6 10,9 588 1089 1369

Technical drawings:

 6  95°C  10 bar     
Curved radiator

optional: ZDCZD ZDstandard:Types of connections:

straightaxial angular complexRecommended valve kits:

108 109


