
Available
3D projects

KILE

It combines style
and functionality

Vertical collectors:

Horizontal pipes:

Design:

Standard colours:

Mounting brackets:

Other information:

D profile 40 × 30 mm

round Ø 20 mm

powder coated low-carbon steel

white RAL 9003, anthracite RAL 7016

included with the radiator

built-in warming shelves,  
possibility of making non-standard dimensions,  
for radiators in colours other than white and black,  
a chrome mounting kit is added

Height 
[mm]

Width
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

764 500 470 229 64 6,6 3,4 205 381 479

764 600 570 229 64 7,4 3,8 239 443 557

764 700 670 229 64 8,2 4,2 273 506 636

1172 500 470 229 64 10,6 5,2 302 560 704

1172 600 570 229 64 12,1 5,9 351 651 818

1172 700 670 229 64 13,6 6,5 399 740 930

1691 500 470 229 64 13,8 7,3 438 812 1021

1691 600 570 229 64 15,6 8,2 509 943 1186

1691 700 670 229 64 17,5 9,2 579 1074 1351

Technical drawings:

 6  95°C  10 bar     

optional: ZBL ZBP ZDCZD ZDstandard:Types of connections:

straightaxial angular complexRecommended valve kits:

112 113


