
Available
3D projects

KOBE FULL

Horizontal collectors:

Vertical pipes:

Design:

Standard colours:

Mounting brackets:

Accessories:

 
Other information:

round Ø 30 mm

square 30 x 30 mm

powder-coated low-carbon steel

white RAL 9003, anthracite RAL 7016

included with the radiator

base for the radiator facilitating wall mounting  
low load-bearing capacity (e.g. plasterboard)

possibility of making non-standard dimensions

Height (H)
[mm]

Width (B)
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

600 310 500 115 61 8,1 3,9 115 230 289

600 390 500 115 61 10,2 4,9 144 287 361

600 470 500 115 61 12,3 5,9 172 344 433

600 550 500 115 61 13,1 6,3 201 402 506

600 630 500 115 61 16,5 7,9 230 459 578

1100 310 1000 115 61 13,5 6,5 204 403 507

1100 390 1000 115 61 17 8,2 255 503 633

1100 470 1000 115 61 20,5 9,9 306 604 760

1100 550 1000 115 61 24 11,6 357 704 886

1100 630 1000 115 61 27,5 13,2 408 805 1013

1500 310 1400 115 61 18,4 8,9 274 541 681

1500 390 1400 115 61 23,2 11,2 342 676 851

1500 470 1400 115 61 27,9 13,5 410 811 1020

1500 550 1400 115 61 32,7 15,8 478 946 1190

1500 630 1400 115 61 37,5 18 546 1081 1360

1800 310 1700 115 61 22,1 10,7 331 645 811

1800 390 1700 115 61 27,8 13,4 413 806 1014

1800 470 1700 115 61 33,5 16,2 496 967 1217

1800 550 1700 115 61 39,2 18,9 578 1128 1419

1800 630 1700 115 61 44,9 21,6 661 1289 1622

2000 310 1900 115 61 24,5 11,8 392 760 956

2000 390 1900 115 61 30,8 14,9 490 950 1195

2000 470 1900 115 61 37,1 17,9 588 1140 1434

2000 550 1900 115 61 43,5 21 685 1330 1674

2000 630 1900 115 61 49,8 24,1 783 1520 1913

Technical drawings:

 6  95°C  10 bar     
Power enclosed
in a square

In the horizontal version: H – width, B – height.

standard: optional:Types of connections:

straightaxial angular complexRecommended valve kits:

ZBL ZBP ZK ZDK ZDCZDL ZDP

32 33


