
Available
3D projects

L-2

Warmth and shine

Cr  3  95°C  10 bar     
Vertical collectors:

Horizontal bent pipes:

Execution:

Mounting brackets:

D profile 40 × 30 mm

round Ø 20 mm

radiator made of low-carbon steel

galvanized – chrome included with the radiator

Height 
[mm]

Width
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

916 450 420 78 56 6,7 3,8 180 335 421

916 450 50 78 56 6,7 3,8 180 335 421

916 600 570 78 56 7,5 4,8 202 375 471

916 600 50 78 56 7,5 4,8 202 375 471

1264 450 420 78 56 9,9 10 240 445 559

1264 600 570 78 56 11,6 12,3 267 495 622

1264 600 50 78 56 11,6 12,3 267 495 622

Technical drawings:

For the height of 1264 × 450 it is not possible to connect ZDC.

Curved radiator

optional: ZDCZD ZDstandard:Types of connections:

straightaxial angular complexRecommended valve kits:
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