
Available
3D projects

MODEL E
WITH COVER

A simple, 
yet interesting design

Vertical collectors:

Horizontal pipes:

Design:

Standard colours:

Mounting brackets:

Other information:

round Ø 30 mm in steel casing

round Ø 22 mm

powder coated low-carbon steel

white RAL 9003, anthracite RAL 7016

included with a radiator

possibility of making non-standard dimensions,  
symmetrical radiator - possibility of installation  
with collectors on the left or right side

Height 
[mm]

Width
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

827 400 50 124 66 6,2 3,2 186 345 434

827 500 50 124 66 7,5 3,7 218 404 508

827 600 50 124 66 8,3 4,3 250 463 582

1271 400 50 124 66 9,4 4,9 277 514 646

1271 500 50 124 66 11 5,8 325 603 758

1271 600 50 124 66 12,7 6,7 372 690 868

1567 400 50 124 66 12 6,3 346 641 806

1567 500 50 124 66 14 7,4 406 752 946

1567 600 50 124 66 16 8,5 465 862 1084

1789 400 50 124 66 13,6 7 382 709 891

1789 500 50 124 66 16 8,2 448 831 1045

1789 600 50 124 66 18,4 9,5 514 952 1197

Technical drawings:

 6  95°C  10 bar     

ZDL ZDPstandard:Types of connections:

straightaxial angular complexRecommended valve kits:

126 127


