
Available
3D projects

NEO

Chic heat

Vertical collectors:

Horizontal pipes:

Design:

Standard colours:

Mounting brackets:

Other information:

round Ø 30 mm

elliptical 25 × 50 mm

powder coated low-carbon steel

white RAL 9003, anthracite RAL 7016

included with a radiator

possibility of making non-standard dimensions

Height 
[mm]

Width
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

816 500 450 84 46 8,5 5,4 228 423 532

816 600 550 84 46 9,8 6,3 265 491 617

816 700 650 84 46 11 7,1 302 560 704

1164 500 450 84 46 12,3 7,8 331 613 771

1164 600 550 84 46 14,2 9,1 385 713 896

1164 700 650 84 46 16,2 10,4 439 813 1022

1570 500 450 84 46 16,5 10,6 449 832 1046

1570 600 550 84 46 20,2 12,9 548 1015 1276

1570 700 650 84 46 23 14,8 625 1159 1458

1802 500 450 84 46 19,2 12,2 515 955 1201

1802 600 550 84 46 22,2 14,2 600 1112 1398

1802 700 650 84 46 25,2 16,2 685 1269 1596

Technical drawings:

 6  95°C  10 bar     

optional: ZBL ZBPZD ZDstandard:Types of connections:

straightaxial angular complexRecommended valve kits:

136 137


