
Available
3D projects

NIAGARA
WITH A COVER MADE OF TEMPERED GLASS OR MIRROR

 6  95°C  4 bar     
Horizontal collectors:

Vertical panels:

Design:

 
 

Standard radiator colour:

Standard cover colours:

Mounting brackets:

Accessories:

 
Other information:

round Ø 30 mm

rectangular 8 × 70 mm

radiator – powder-coated low-carbon steel,  
cover – 6 mm mirror with safety foil or tempered glass 8 mm, 
painted with UV varnish

RAL 9006

white, grey, black, red, mirror

included with the radiator

base for the radiator facilitating wall mounting  
of low load-bearing capacity (e.g. plasterboard)

and non-standard dimensions

Height (H)
[mm]

Width (B)
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

1000 295 950 93 52 15,9 2,4 162 314 395

1000 370 950 93 52 19,9 3 204 394 495

1000 445 950 93 52 24 3,7 245 472 593

1000 520 950 93 52 27 4,3 287 550 691

1000 595 950 93 52 32 5 328 629 791

1500 295 1450 93 52 23,2 3,5 242 460 578

1500 370 1450 93 52 28,9 4,4 303 575 723

1500 445 1450 93 52 34,7 5,3 363 690 868

1500 520 1450 93 52 40,5 6,2 424 804 1011

1500 595 1450 93 52 48,9 7 484 919 1156

1800 295 1750 93 52 27,5 4 285 546 686

1800 370 1750 93 52 34,5 5 357 683 859

1800 445 1750 93 52 41,6 6,3 428 820 1031

1800 520 1750 93 52 48,6 7,4 482 921 1158

1800 595 1750 93 52 58,7 8,4 551 1052 1323

1800 670 1750 93 52 66 9,5 620 1184 1489

Technical drawings:

Warmth
hidden in glass

In the horizontal version: H – width, B – height.

standard: optional:Types of connections:

straightaxial angular complexRecommended valve kits:

ZBL ZBP ZK ZDK ZDCZDL ZDP

52 53


