Horizontal collectors:

Vertical panels:

Design:

Standard colours:

Available Mounting brackets:
3D projects

Other information:

Technical drawings:

Accessories:

58

round @ 30 mm

rectangular 8 x 70 mm
powder-coated low-carbon steel
white RAL 9003, anthracite RAL 7016
included with the radiator

a base for the radiator facilitating wall mounting
with low load-bearing capacity (e.g. plasterboard)

possibility of making non-standard dimensions

Height
[mm]

600

600

600

600

600

1000
1000
1000
1000
1000
1500
1500
1500
1500
1500
1800
1800
1800
1800
1800

Types of connections:

Recommended valve kits:

Width
[mm]

300
390
440
500
590
300
390
440
500
590
300
390
440
500
590
300
390
440
500
590

Collectors/
connections
spacing
[mm]
550
550
550
550
550
950
950
950
950
950
1450
1450
1450
1450
1450
1750
1750
1750
1750
1750

Depth
[mm]

145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145

From wall to
power holes
[mm]

61
61
61
61
61
61
61
61
61
61
61
61
61
61
61
61
61
61
61
61

Weight of
the radiator

[kel

13,7
17,8
20,6
23,5
27,6
21,9
28,5
32,9
37,4
a4
32,2
418
482
54,8
64,5
38,3
49,7
57,4
65,2
76,7

Radiator
capacity
[dm’]

3,5
4,6
5,3
6
71
5,6
7,3
8,5
9,7
11,4
8,4
10,9
12,6
14,2
16,8
10
13
15
17
20

Power [W]
55/45/20

209
272
314
351
408
311
405
467
523
607
444
577
666
747
866

665
768
860
997

Power [W] Power [W]
75/65/20 90/70/20
401 504
522 656
602 757
674 847
782 983
610 767
793 997
915 1151
1025 1289
1189 1495
851 1070
1106 1391
1276 1605
1431 1800
1658 2085
987 1241
1284 1615
1482 1864
1660 2088
1925 2421

Style meets

standard:

ZBL

axial

ZBP

ZK

straight

ZDK

optional:

angular

/DL

AY

complex

ZDC

functionality

ZDP

VA



