
Available
3D projects

SAHARA SN

One of a kind
heat emission

INOX  6  95°C  10 bar    
Horizontal collectors:

Vertical sleeves:

Design:

Mounting brackets:

Accessories:

 
Other information:

round Ø 30 mm

round Ø 30 mm

brushed stainless steel

included with the radiator

radiator base facilitating installation to a wall  
with low load-bearing capacity (e.g. plasterboard)

possibility of making non-standard dimensions

Height 
[mm]

Width
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

600 1 sleeve 500 105 61 0,9 0,11 17 33 41

900 1 sleeve 800 105 61 1,4 0,17 25 48 60

1200 1 sleeve 1100 105 61 1,9 0,23 34 64 80

1500 1 sleeve 1400 105 61 2,4 0,29 42 79 99

1800 1 sleeve 1700 105 61 2,8 0,34 50 94 118

Technical drawings:

Wulkan 
technology 

A RADIATOR MADE WITH PATENTED WULKAN TECHNOLOGY

With widths (number of sleeves): 310 (8), 390 (10), 470 (12), 550 (14), 630 (16), 710 (18), 870 (22), 1190 (30)
The table provides values ​​for one sleeve.

standard: optional:Types of connections:

straightaxial angular complexRecommended valve kits:

ZBL ZBP ZK ZDK ZDCZDL ZDP

184 185


