
Available
3D projects

SALTO MAX

Get inspired

Vertical collectors:

Horizontal pipes:

Design:

Standard colours:

Mounting brackets:

Other information:

quare 30 × 30 mm

two rows of round Ø 20 mm

powder coated low-carbon steel

white RAL 9003, anthracite RAL 7016

included with the radiator

possibility of making non-standard dimensions,  
radiators in colours other than white and black  
have a mounting system on sleeves

Height 
[mm]

Width
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

600 300 270/500 141/165-175 46/70-80 4,6 4,2 160 297 373

600 430 400/500 141/165-175 46/70-80 8,6 5 230 426 535

600 530 500/500 141/165-175 46/70-80 10,4 6,2 284 526 661

920 430 400/500 141/165-175 46/70-80 13,2 7,7 378 701 881

920 530 500/500 141/165-175 46/70-80 16,3 9,5 467 865 1088

1200 430 400/500 141/165-175 46/70-80 15,8 10 452 838 1054

1200 530 500/500 141/165-175 46/70-80 19,6 12,4 609 1128 1419

1400 430 400 141/165-175 46/70-80 18,4 11,6 527 977 1229

1400 530 500 141/165-175 46/70-80 22,8 14,4 656 1216 1529

1600 430 400 141/165-175 46/70-80 21 13,2 602 1116 1403

1600 530 500 141/165-175 46/70-80 26 16,5 750 1390 1748

Technical drawings:

 6  95°C  10 bar     

Up to 1200 mm height universal bottom and side connection. Side connection spacing 500 mm.

optional:ZBL ZBPZD ZDCstandard:Types of connections:

straightaxial angular complexRecommended valve kits:

164 165


