
Available
3D projects

SALTO

Classic
and comfortable
solution

Vertical collectors:

Horizontal pipes:

Design:

Standard colours:

Mounting brackets:

Other information:

oval 30 × 50 mm

round Ø 20 mm

powder coated low-carbon steel

white RAL 9003, anthracite RAL 7016

included with a radiator

possibility of making non-standard dimensions

Height 
[mm]

Width
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

462 432 382 141 46 4,1 2,2 120 224 281

462 532 482 141 46 4,5 2,4 137 254 319

666 432 382 141 46 5,4 2,8 194 360 452

666 532 482 141 46 6 3,1 221 411 517

666 632 582 141 46 6,7 3,4 249 462 581

904 432 382 141 46 7,2 3,7 252 467 587

904 532 482 141 46 8,1 4,1 289 536 674

904 632 582 141 46 9 4,5 324 601 756

1142 432 382 141 46 9 4,7 316 586 737

1142 532 482 141 46 10,1 5,2 360 668 840

1142 632 582 141 46 11,2 5,7 405 750 943

1380 432 382 141 46 10,9 5,6 390 724 910

1380 532 482 141 46 12,2 6,2 445 825 1037

1380 632 582 141 46 13,5 6,8 500 926 1164

1652 432 382 141 46 13 6,7 463 858 1079

1652 532 482 141 46 14,6 7,4 528 979 1231

1652 632 582 141 46 16,2 8,2 593 1099 1382

1788 432 382 141 46 14,6 7,6 525 973 1224

1788 532 482 141 46 16,6 8,4 600 1112 1398

1788 632 582 141 46 18,5 9,3 675 1251 1573

Technical drawings:

 6  95°C  10 bar     

optional: ZBL ZBPZD ZDstandard:Types of connections:

straightaxial angularRecommended valve kits:

160 161


