
Available
3D projects

V-LINE

 6  95°C  10 bar    
Horizontal collectors:

Vertical pipes:

Design:

 
 

Standard colours:

Mounting brackets:

Other information:

square 30 × 30 mm

Ø 20 mm

radiator – powder-coated low-carbon steel,  
cover – 1.5 mm thick low-carbon steel sheet,  
glued onto the radiator

white RAL 9003, anthracite RAL 7016

included with the radiator

possibility of making non-standard dimensions

Height 
[mm]

Width
[mm]

Collectors/
connections 

spacing
[mm]

Depth
[mm]

From wall to
power holes

[mm]

Weight of 
the radiator

[kg]

Radiator 
capacity 

[dm³]

Power [W] 
55/45/20

Power [W] 
75/65/20

Power [W] 
90/70/20

1500 400 50 83 66 18 4,96 336 634 797

1500 500 50 83 66 23,4 6,2 419 792 996

1500 600 50 83 66 28,7 7,5 503 950 1195

1800 400 50 83 66 22,2 5,9 403 760 956

1800 500 50 83 66 28,7 7,45 503 949 1193

1800 600 50 83 66 35,08 9 604 1139 1432

Technical drawings:

Simple line

standard:Types of connections:

Recommended valve kits:

ZDC

complex
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